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Parker Pneumatic 

Parker Hannifin Corporation 
Origa Division - Europe 

Features: 

        
tube 
         
service life 
 smooth operation 
 simple to (re-) adjust 
 Integrated grease nipples 
 Any length of stroke up to 6000 mm 
(longer strokes on request) 

Plain Bearing Guide 
BASIC GUIDE 
Series BG 25 to 40 for Linear Drive 
Compact, robust plain bearing guide 
for medium loads 

Options: 
 orrosion resistant version available on request 
 VOE-Valves 

Accessories: 
 Mid-Section Support 
    

 Magnetic Switches 

Loads, Forces and Moments Loads, Forces and Moments 

* Please note: 
In the cushioning diagram, add the mass of the guide 
carriage to the mass to be cushioned. 

Technical Data 

The table shows the maximum permissible values for smooth 
operation, which should not be exceeded even under dynamic 
conditions. 

The load and moment figures apply to speeds v < 0.2 m/s. 

     
polymer and felt wiper elements to remove 
dirt and lubricate the slideways. 

Adjustable high-tech 
polymer slide elements 
with excellent wear 
characteristics. 

Adjustment 
screws 

Series Max. Max. load Mass of Basic Mass * Cushion 
moments [Nm] guide [kg] of guide stone 

[Nm] at per 100mm carriage (mm) 
Mx My Mz Fy, Fz stroke stroke [kg] 

BG25 10 28 28 590 1.09 0.22 0.29 17 

BG32 17 43 43 850 2.26 0.38 0.69 20 

BG40 39 110 110 1600 3.52 0.41 1.37 27 

The sum of the loads should not exceed >1. 
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